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CW DASH 27,5", 27,5" Mullet & 29"

Headset Dimensions

Top :         ZS44
Bottom :   ZS56

Seatpost Diameter

30,9mm

Shock Hardware

M8x40

Shock Bushings

22,2 x 8mm

Brakemount Standard

Postmount 180mm

Bottombracket Standard

BSA 73mm

Minimum Insert Depth of Seatpost

100mm

Suspension Setup

Pos Quantity Part
1 1 Main Frame
2 1 Swing Arm

3 1 Connector

4 1 Link
5 1 Chainstay Protector

6 1 Shock Mount Right

7 1 Shock Mount Left

8 1 Rear Axle
9 1 Hanger Screw

10 2 Shock Screw

11 4 M6x8 Screw

12 1 Axle Connector
13 1 Axle SwingArm

14 1 Axle Link
15 2 Bolt Main Bearing

16 1 Hanger

17 6 Spacer

18 2 Spacer Connector

19 1 Spacer Link

20 2 Nut M12x1
21 2 Spacer Main Bearing

22 2 Bearing 63805-2RS

23 6 Bearing 61902-2RS

24 2 Plug 1x

25 1 Plug 2x

26 2 Cross Bolt M6

27 1 Axle Main

Dash 27,5" Dash 27,5" Mullet Dash 29"
Fork Travel 160-170mm 150-160mm 160-170mm
Fork Length 552-562mm 561-571mm 571-581mm

Shock Length 230x65mm 230x65mm 230x60mm
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Grease

CW DASH 27,5", 27,5" Mullet & 29"


